
Waterfall Bevel Joints in Thick 
Material With Clamex P-14

Set P-System depth setting knob to “14” 

for the Clamex P-14 and lower depth 

adjuster knob to “MAX”

Traditional clamping methods to create a waterfall countertop would require long bar clamps 

and be heavy and cumbersome to transport.  The P-System can make large-scale mitered 

connections very quickly, accurately, and efficiently.  Not only does it give you the advantage 

to create a nice, strong joint but it allows you to disassemble, transport, install and reconnect it 

wherever you need to. 

Matt Moore, Owner, Matt Moore Designs, Jacksonville, FL

How it works:

“

“

Scan here to see

more application 

inspirations

Install stop square on the front of the 

Zeta P2 for reference from the long point 

of the miters

Set to slot location to layout lines/desired 

height using center mark on machine base 

(*aftermarket accessory shown)

Layout center lines on each half of the 

workpiece

It is recommended to create a “W-“ or 

high/low pattern across the width of the 

piece on thick materials for more stable joints

Machine the P-System slots (*aftermarket 

accessory shown)

Set drill jig to correct height and drill 

6mm wrench access holes

Install male and female halves of the 

Clamex P-14 connector

If necessary, scribe each piece to fit, then 

assemble two halves with 4mm allen wrench
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Zeta P2 biscuit joiner

In Systainer, with carbide cutter 

and drill jig

In Systainer, with diamond cutter 

and drill jig

Art. No.

101403S

101403DS

Zeta P2 cordless biscuit joiner,
DP (diamond)

In Systainer, incl. 2 batteries 

and charger

In Systainer, without batteries, 

without charger

Art. No.

101801DS

101800DS

P-System connector
assortment basic

Includes: 80 pairs Clamex P-14,

80 pairs Tenso P-14 incl. clip, 60 pairs Clamex

P14/10 Medius, 20 pieces Bisco P-14,

Tenso P-14/10 preload tool, Systainer II T-Loc

incl. compartment dividers

Art. No.

145321

P-System connector
assortment professional

Includes: 120 pairs 

Clamex P-14, 30 pairs Clamex

P-14/10 Flexus, 30 pairs Clamex P-10,

80 pairs Tenso P-14 incl. clip,

30 pairs Tenso P-10 incl. clip

20 pieces Bisco P-14, 20 pieces 

Bisco P-10, 80 pairs Divario P-18,

Divario installation tool/drill/marking gauge, Clamex,

P installation tool, Tenso P-14/10 preload tool, 

Sortainer T-loc

Art. No.

145323

Clamex P-14

80 pairs

300 pairs

Art. No.

145334

145346

1000 pairs 145356

Clamex P-14/10 Medius
80 pairs

300 pairs

Art. No.

145370

145371

Clamex P-10

80 pairs

300 pairs

Art. No.

145372

145373

1000 pairs 145374

Clamex P-14/10 Flexus

80 pairs

300 pairs

Art. No.

145315

145316

1000 pairs 145317

Bisco P-14

80 pieces

300 pieces

Art. No.

145301

145302

1000 pieces 145303

Bisco P-10

80 pieces

300 pieces

Art. No.

145304

145305

Divario P-18

80 pairs

300 pairs

Art. No.

145550

145560

1000 pairs 145570

Tenso P-14

80 pairs

300 pairs

Art. No.

145415

145425

1000 pairs 145435

80 pairs, with preload clip 1454155

Tenso P-14 preload clip

300 pieces

1000 pieces

Art. No.

145426

145436

Tenso P-10

80 pairs, with preload clip

300 pairs, with preload clip

Art. No.

145418

145428

1000 pairs, with preload clip 145438
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P-System tools, 
connectors & accessories

Divario P-18 Starter Set

In Systainer3, includes: Divario

P-18, 80 pairs, drill, metal

marking jig and installation tool

Art. No.

145551

Your distribution partner:

For in-depth 

Lamello how-to

videos, visit our

Lamello Lessons

YouTube channel


